
Hoja de datos 8US1922-1AC00
Sistema de embarrado, accesorio Distancia entre centros de pletinas
60 mm Tapa final para soporte de embarrado para 8US1923-3AA01
3 polos o para 8US1923-2AA01 3 polos

La versión
Nombre comercial del producto SENTRON
Designación del producto Tapa final para soporte de embarrado
Tipo de producto Accesorios
Tensión de empleo / con AC / valor asignado 690 V

Accesorios
Accesorios Cubierta final sistema 60mm, 3 polos
Distancia entre centros de barras 60 mm
Peso neto 19,8 g

Certificados
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https://www.automation.siemens.com/bilddb/index.aspx?objKey=P_I201_XX_06892


General Product Approval Declaration of
Conformity

Test Certificates

Special Test Certi-
ficate

Miscellaneous

Shipping Approval other
Miscellaneous

Más información
Information- and Downloadcenter (Catálogos, Folletos,…)
http://www.siemens.com/lowvoltage/catalogs

Industry Mall (sistema de pedido online)
https://mall.industry.siemens.com/mall/es/es/Catalog/product?mlfb=8US1922-1AC00

Service&Support (Manuales, certificados, características, FAQ,…)
https://support.industry.siemens.com/cs/ww/es/ps/8US1922-1AC00

Base de datos de imágenes (fotos de producto, dibujos acotados 2D, modelos 3D, esquemas de conexiones, …)
http://www.automation.siemens.com/bilddb/cax_en.aspx?mlfb=8US1922-1AC00

CAx-Online-Generator
http://www.siemens.com/cax

Tender specifications
http://www.siemens.com/specifications
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https://support.industry.siemens.com/cs/WW/es/ps/8US1922-1AC00/Certificate?ct=439&ci=460&cao=549
https://support.industry.siemens.com/cs/WW/es/ps/8US1922-1AC00/Certificate?ct=439&ci=499&cao=586
https://support.industry.siemens.com/cs/WW/es/ps/8US1922-1AC00/Certificate?ct=439&ci=3020&cao=3021
https://support.industry.siemens.com/cs/WW/es/ps/8US1922-1AC00/Certificate?ct=444&ci=526&cao=553
https://support.industry.siemens.com/cs/WW/es/ps/8US1922-1AC00/Certificate?ct=445&ci=495&cao=553
https://support.industry.siemens.com/cs/WW/es/ps/8US1922-1AC00/Certificate?ct=445&ci=495&cao=553
https://support.industry.siemens.com/cs/WW/es/ps/8US1922-1AC00/Certificate?ct=445&ci=495&cao=553
https://support.industry.siemens.com/cs/WW/es/ps/8US1922-1AC00/Certificate?ct=445&ci=502&cao=553
https://support.industry.siemens.com/cs/WW/es/ps/8US1922-1AC00/Certificate?ct=446&ci=489&cao=574
https://support.industry.siemens.com/cs/WW/es/ps/8US1922-1AC00/Certificate?ct=446&ci=490&cao=576
https://support.industry.siemens.com/cs/WW/es/ps/8US1922-1AC00/Certificate?ct=447&ci=502&cao=553
http://www.siemens.com/lowvoltage/catalogs
https://mall.industry.siemens.com/mall/es/es/Catalog/product?mlfb=8US1922-1AC00
https://support.industry.siemens.com/cs/ww/es/ps/8US1922-1AC00
http://www.automation.siemens.com/bilddb/cax_en.aspx?mlfb=8US1922-1AC00
http://www.siemens.com/cax
http://www.siemens.com/specifications
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https://www.automation.siemens.com/bilddb/index.aspx?objKey=G_NSE0_XX_90072

